
STANDARD OPTIONS & ACCESSORIES

STARTER GENERATORS
STANDARD 4-BOLT

Drive End Bolts 
Direct ly  to Dr ive Pad

Speed Sensor 
Connector

Field & Equal izer
Connection on Main
Terminal  Block

QUICK ATTACH-DETACH

QAD Bolts Direct ly
to Dr ive Pad

Attaches to QAD
with V-Clamp

(QAD)

Additional options available • Units can be customized to your specifications
ametek-pds-sales@ametek.com  •  AmetekPDS.com
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FLANGED DIRECT

INTERFACE CONNECTOR & BRUSH BAND
Terminal  Block

Interface Connector

Brush Band Flange

The Interface 
Connector & Brush 
Band Flange locat ions 
may be posit ioned in 
increments of  90° in 
relat ion to the terminal 
block.

Some sl ight  var iat ions 
may be possible based 
on specif ic  appl icat ions.



STANDARD OPTIONS & ACCESSORIES

STARTER GENERATORS
TERMINAL BLOCK

Additional options available • Units can be customized to your specifications
ametek-pds-sales@ametek.com  •  AmetekPDS.com

AIR INLET & QAD

Paral le l  Configurat ion Perpendicular  Configurat ion Without Field Compensating Terminals

A = Shunt Field Feeder
D = Equal izer  Voltage Tap
B = Posit ive Main Bus Feeder
E = Negative Main Bus Feeder
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Axial  In let

Radial  In let
MG94 Series

Standard QAD

Ducted QAD

MG88 Series
Standard QAD


